GROUND LINE

NEENAH R—1758C OR EQUAL
24" MANHOLE RING & COVER

CONCRETE EXTENSION COLLARS — |

72" @ PRECAST CONC. FLAT — |
MANHOLE COVER.
EXTENSION GUIDE/

72" @ PRECAST CONC. MANHOLE
SECTION WITH LADDER RUNGS.

OPERATOR EXTENSION ——<
ADJUSTABLE VALVE SUPPORT —_|"*

MIN. 4 x 4 — 4/4 WWF\::-
SUMP: 24" EXTENSION RING \‘

2" THREADED AIR RELEASE
y /_AND VACUUM VALVE. APCO

§

2" IPS BRASS NIPPLE

.| 2" GATE VALVE

1456 COMBINATION VALVE
OR EQUAL.

VARIABLE

2" CORPORATION STOP
(MUELLER H—10012)

SUMP

VALVE OPERATOR —

©
R
~

9
™
r F)
SN 2 5 NOTE:
7'-0" 90° DIA. FLATTOP PRECAST
MH FOR 30° & 42°
FLEVATION BUTTERFLY VALVES.
l=— 6” OFF CENTER
RN
| _— GASKET
| FLANGED BUTTERFLY
VALVE.
T GASKET

2” THREADED AR
RELEASE VACUUM _

VALVE. APCO 1456
COMBINATION VALVE

1.) VALVE OPERATOR SHALL BE

OR EQUAL. ACCESSIBLE THRU MANHOLE
OPENING.
' | “ostoreeh o
u W
PLAN
i CITY of DELTA BUTTERFLY VALVE INSTALLATION IN
oA | 360 MAIN STREET WATER MAINS 16" & LARGER

DELTA, CO 81416
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